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ACCESSORIES

Drive Rollers

& Inlet Guides

DRIVE ROLLERS

To Suit W19, W37, 22A,
S-22A, S-32S & Suitcase 12VS

®—

SIZE (MM) PART NO.

0.6 'V’ Groove MRO87131
0.8 'V’ Groove MRO79594
0.9 'V’ Groove MR0O79595
0.9/ 1.2 'V’ Groove MR190300
1.2 ‘V' Groove MRO79596
1.6 ‘V’ Groove MRO79598
0.9 ‘U’ Groove MR044749
1.2 ‘U’ Groove MR0O79599
1.6 ‘U’ Groove MR0O79601
0.9 Knurled ‘V’ Groove MR0O79606
1.2 Knurled V' Groove MRO79607
1.6 Knurled V' Groove MRO79609
2.0 Knurled V' Groove MR0O79610
1.2 Cogged ‘U’ Groove MR083318
1.6 Cogged ‘U’ Groove MRO79614

*Each drive roll kit includes
top & bottom drive rollers & wire guide.

NYLON INLET GUIDES
For Miller 2RD Wirefeeders

SIZE (MM) PART NO.

1.2 Nylon Wire Guide for Aluminium MR151203
1.6mm Nylon Wire Guide for Aluminium MR151205
DRIVE ROLLERS
To Suit W14, W17,
W21 & W35 Wirefeeder P
40 0.D. 12 1.D.
0.8 'V’ Groove W2-21
0.9/ 1.2 'V’ Groove W2-22
Flat Upper Roller W2-20
0.9/ 1.2 ‘U’ Groove, Chromed W2-48
1.2/ 1.6 ‘U’ Groove, Chromed W2-50
Flat Upper Roller, Chromed W2-49
1.2 Knurled W2-51
1.6 / 2.0 Knurled W2-24

INLET GUIDES

SIZE (MM) PART NO.

0.8 / 1.2 Brass W2-44/12-1
1.6/ 2.0 Brass W2-44/12-2

DRIVE ROLLERS

To Suit W32, W52, W53, W55, CP42,
CP44-3, CP102, CP103, CP104, CP105,
CP106, CP109, CP110, CP111, CP112,
CP113-1, CP115, CP116, CP120-1,
CP121-0, CP122-1 & CP131

SIZE (MM)

0.6/0.8

0.8/1.0 W26-1/8
09/1.2 W26-5/8
0.9/ 1.2 Knurled W26-9/8
1.2/1.6 W26-4/8
1.0 / 1.2 Aluminium W26-3/8
1.0/ 1.2 Knurled W26-7/8
1.2 / 1.6 Knurled W26-6/8
0.8/ 0.9 'V’ Groove W26-8/8
INLET GUIDES

SIZE (MM)

2.0 I.D. brass

DRIVE ROLLERS

To Suit W64, W60 & W61 Wirefeeders
(37mm dia) CP124, CP125, CP126,
CP127, CP130, CP132, CP133,

CP134 & CP135

SIZE (MM)

0.6/ 0.8 'V’ Groove WF026
0.9/ 1.2 'V’ Groove WF027
1.2 / 1.6 'V’ Groove WF028
1.0 / 1.2 Aluminium WF029
0.9 / 1.2 Knurled WF030
1.2 / 1.6 Knurled WF031

DRIVE ROLLERS

To Suit W41, W56, CP118, CP119,
CP44-4,CP113-3, CP114 & CP120-3

SIZE (MM)

0.6/ 0.8 'V’ Groove W51-0/5
0.8/ 1.0 'V’ Groove W51-0/4
0.9/ 1.2 'V’ Groove W51-0/2
1.2 / 1.6 Knurled W51-0/1
1.6 / 2.0 Knurled W51-0/7
0.9 / 1.2 Aluminium W51-0/3



